
 

APPLICATION FOR EXTERIOR CHANGES – EMERGENCY POWER SUPPLY UNIT 

ACC MANUAL (Effective October 19, 2023/Rev 9-9-2024) REFERENCE: 

Section 4, pages: 13-14, 18  Section 7, pages: 37-40   

PROJECT DETAILS 

Unit/System:    Portable Units _____    Permanent Stand-By Systems _____ 

Manufacturer:   _________________________________   

Model/KW/dBA:   _________________________________ 

Operating Location:             Back yard _____ Side Yard _____  

Fuel Storage:       Certified Container _________________________________ 

Fuel Type:   Gasoline _____ LPG _____  LPG _____   

Operating Period:  During power outage only  24/7 Standby 

    (Limited household circuits)  (Entire household, depending on rating) 

Mounting Pad:  Not Allowed (stored in  Dimensions __________________________ 

    Structure when not in use)  Material ____________________________ 

Transfer Switch:  _____ (Optional)   _____ (Required) 

Note: Must be installed by a qualified electrician.                

Buffering Plan:    Not Required    Submitted: Yes _____ No _____ 

Notes:   

1. Linear buffer hedges required for all “installed on grade” equipment visible from the street. 

2. Hedges used for buffering shall not exceed a height of 60”.  Top-dress soil with 2”- 3” of mulch if 

needed.  

3. Lines passing through exterior walls must be sealed to prevent moisture penetration. 

Existing Irrigation Lines Check For Permanent Stand-by Systems 

At owner’s expense: contact the Villas “landscaping contractor of record” to: 

▪locate existing irrigation lines  

▪relocate, cut or cap any affected irrigation lines 

Documents Submitted with The ACC Application should Include: 

▪Lot Platt Plan, indicating the location of the unit (or pad, if permanent system). 

▪Contractor proposal, including: license number-insurance information/plans/drawings/sketches. 

▪Description/photos of unit/system. 

City of Bradenton Permit Required for Permanent Stand-by Systems 


